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Accessories
˘ Ceiling brackets for mounting on recessed

ceilings or ceilings starting at 2.8 metres high.
PASAC 002 length max. 100 cm

˘ Infrared remote control has a range of 7
metres and comprises a wall box with infrared
receiver and transmitter.
PASEL 012

˘ Cordless radio frequency remote control for
distances up to 30 metres. Three-part set
comprising a control module, cordless switch
and a transmitter.
PASEL 013

Features

Compact case with motor.

Automatic stop for rolling and re-
rolling guarantees long lifespan of
projection screen fabric.

Supplied with extra high, black
border on top to achieve ideal
viewing height.

Black border increases perceived
clarity of projected image.

Easy mounting on wall, ceiling
and/or in cover via integrated
hanging.

see also page 4
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Cinema electrol

˚ Electrically operated projection screen equipped with an extra high
black border on top for optimum viewing height, very suitable for
Home Cinema and/or high rooms.

For recommendations on the right screen fabric and size, see pages 4-7 or consult the interactive screen selector at www.projecta.nl.

Screen fabrics
Matte white S High Contrast S
prod. code prod. code
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Options
˘ Screen fabrics Matte white S and High
Contrast S.
˘ Formats video (4:3) and HDTV (16:9).

Technical characteristics
˘ All projection screens are designed and manufactured according to DIN 19045 parts 1-5.

˘ Steel case. Galvanised inner side and white powder-coated outside (RAL 9016).

˘ Matte white S:  double-sided laminated vinyl on a woven glass fabric carrier with black backing;

reflection value 1.0, viewing angle 50° L/R, weight approx. 425 gr/m2 and thickness approx. 0.34 mm.

˘ High Contrast S:  double-sided coated grey vinyl on a woven glass fabric carrier with black backing;

reflection value 1.0, viewing angle 45° L/R, weight approx. 540 gr/m2 and thickness approx. 0.36 mm.

˘ Screen fabric(s) satisfy the requirements for fire-resistance of construction materials and components.

˘ In addition to a 5-cm. black border all around, Video (4:3) and HDTV (16:9) formats also have an extra

high, black border.

˘ All of the electrical motors comply with: EN 60335; IEC 61000; 89/336/EWG; 89/392/EEG and

supplements : 91/638/EEG and 93/44/EEG.

˘ Motor with 5-year guarantee and CE quality mark.

˘ Somfy motor with 17 RPM (revolutions per minute) and 90 Watts.

˘ Supplied complete with 3-metre connection cable and separate wall switch (CE quality mark).


